UM310 USB Flash Drive

Acer UM310is a USB 3.2 Gen 1 compliant storage solution ™

for laptops, desktop PCs, tablets and other digital devices.
Its compact design makes it ideal for an on-the-go storage
solution-- whether at school, play, or work. Its aluminum
alloy body is shock-proof, water-proof, and dust-proof,
keeping your data secure even in extreme environments.
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>Product Features

USB 3.2 Gen1 interface

Compact and durable

Choice of capacities

Portable digital world

Capacitiesupto 1TB

With the USB 3.2 Gen1 interface,
this Acer UM 310 delivers
impressive read/write speeds up to
115 MB/s / 90 MB/s-- handling
your files, assignments, and media

media files with ease.

Acer UM310 has an attractive
aluminum alloy body to keep your
files safe with a reduced risk from
shocks and abrasion.

This Acer UM310 USB is compatible
with computers, tablets, digital
speakers, smart TVs, car audios, and
other devices with USB Type-A
interface. And it works well with
Windows XP/7/8/10/11/Mac OS, so
that you can free up space in your
computer or easily transfer files to

other devices.

Acer UM310 is available in wide
storage configurations ranging
from 8 GBto 1 TB.It’s a very
lightweight USB drive that allows
you to easily transfer files between

devices.

>Acer Advantage

Established in 1987, the Acer brand empowers people with the technology to make their mark and the freedom to live their own
desired lifestyle. Acer products strive to make technology accessible for everyone.

Acer storage products are designed and manufactured under official license by BIWIN Storage Technology company, a leading
maker of quality flash memory, DRAM, UFDs, and solid-state drives (SSD storage devices).




UM31O USB FlaSh Drive Product Specifications

Interface USB3.2Gen 1

Capacity 8GB 16 GB 32GB 64 GB 128GB | 256 GB 512 GB 1TB
Sequential Read Speed (Up to) | 105 MB/s | 105 MB/s | 105 MB/s | 105 MB/s | 115 MB/s | 115MB/s | 115 MB/s | 115 MB/s
Sequential Write Speed (Upto) | 35MB/s | 40MB/s | 40MB/s | 40MB/s | 90MB/s | 90MB/s | 90 MB/s | 90 MB/s
Operating Voltage 5V+10%

Operating Temperature 0°C to60°C

Storage Temperature

-20°C to80°C

Dimensions 41.54x14.66x6.98 mm

Weight 8¢

Certifications CE, FCC, RoHS, BSMI, RCM

Compatibility Windows XP/7/8/10/11, Mac OSv.10.5.x+, Linux v.2.6.x+
Warranty 5-Year Limited

1. Maintenance and future updates are required throughout product life cycle. Specifications are subject to change without notice.

2. Not all products are sold in all regions of the world.

3. As used for storage capacity, one megabyte (MB) = one million bytes, one gigabyte (GB) = one billion bytes, and one terabyte (TB) = one trillion bytes. Total

accessible capacity varies depending on operating environment. As used for buffer or cache, one megabytes (MB) = 1,048,576 bytes. As used for transfer rate or

interface, megabyte per second (MB/s) = one million bytes per second, and gigabyte per second (GB/s) = one billion bytes per second.

4. Please visit www.acerstorage.com for more details.

Acer Storage Customer Service Hotline in US:

1-866-351-8791

Acer Storage After-sales Service in US:
Email: Storage.SupportUS@acer.com
Chat: Go.Acer.com/US.Storage.Chat

Other Countries:
Email: CS@acerstorage.com

acer

Acer branded storage products are designed and manufactured by BIWIN Storage Technology company, a leading maker of quality flash memory, DRAM and solid-state

drives (SSDs). The Acer trademarks are licensed to BIWIN Semiconductor (HK) Co., Ltd. by Acer Incorporated.
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